
1070 

40 CFR Ch. I (7–1–04 Edition) § 63.7680 

Citation Subject Applies to Subpart 
CCCCC? Explanation 

§ 63.10(b)(2) (xi)–(xii) .... CMS Records for RATA Alternative No ................................. Subpart CCCCC doesn’t require 
CEMS. 

§ 63.10(c)(7)–(8) ............ Records of Excess Emissions and 
Parameter Monitoring 
Exceedances for CMS.

No ................................. Subpart CCCCC specifies record 
requirements. 

§ 63.10(e)(3) .................. Excess Emission Reports ................ No ................................. Subpart CCCCC specifies reporting 
requirements. 

§ 63.11 ........................... Control Device Requirements .......... No ................................. Subpart CCCCC does not require 
flares. 

§ 63.12 ........................... State Authority and Delegations. ..... Yes.
§§ 63.13–63.15 .............. Addresses, Incorporation by Ref-

erence, Availability of Information.
Yes.

Subpart DDDDD [Reserved] 

Subpart EEEEE—National Emission 
Standards for Hazardous Air 
Pollutants for Iron and Steel 
Foundries 

SOURCE: 69 FR 21923, Apr. 22, 2004, unless 
otherwise noted. 

WHAT THIS SUBPART COVERS 

§ 63.7680 What is the purpose of this 
subpart? 

This subpart establishes national 
emission standards for hazardous air 
pollutants (NESHAP) for iron and steel 
foundries. This subpart also establishes 
requirements to demonstrate initial 
and continuous compliance with the 
emissions limitations, work practice 
standards, and operation and mainte-
nance requirements in this subpart. 

§ 63.7681 Am I subject to this subpart? 

You are subject to this subpart if you 
own or operate an iron and steel found-
ry that is (or is part of) a major source 
of hazardous air pollutant (HAP) emis-
sions. Your iron and steel foundry is a 
major source of HAP for purposes of 
this subpart if it emits or has the po-
tential to emit any single HAP at a 
rate of 10 tons or more per year or any 
combination of HAP at a rate of 25 tons 
or more per year or if it is located at a 
facility that emits or has the potential 
to emit any single HAP at a rate of 10 
tons or more per year or any combina-
tion of HAP at a rate of 25 tons or more 
per year. 

§ 63.7682 What parts of my foundry 
does this subpart cover? 

(a) The affected source is each new or 
existing iron and steel foundry. 

(b) This subpart covers emissions 
from metal melting furnaces, scrap 
preheaters, pouring areas, pouring sta-
tions, automated conveyor and pallet 
cooling lines, automated shakeout 
lines, and mold and core making lines. 
This subpart also covers fugitive emis-
sions from foundry operations. 

(c) An affected source is existing if 
you commenced construction or recon-
struction of the affected source before 
December 23, 2002. 

(d) An affected source is new if you 
commenced construction or recon-
struction of the affected source on or 
after December 23, 2002. An affected 
source is reconstructed if it meets the 
definition of ‘‘reconstruction’’ in § 63.2. 

§ 63.7683 When do I have to comply 
with this subpart? 

(a) Except as specified in paragraph 
(b) of this section, if you have an exist-
ing affected source, you must comply 
with each emissions limitation, work 
practice standard, and operation and 
maintenance requirement in this sub-
part that applies to you no later than 
April 23, 2007. Major source status for 
existing affected sources must be de-
termined no later than April 23, 2007. 

(b) If you have an existing affected 
source, you must comply with the 
work practice standards in § 63.7700(b) 
or (c), as applicable, no later than April 
22, 2005. 

(c) If you have a new affected source 
for which the initial startup date is on 
or before April 22, 2004, you must com-
ply with each emissions limitation, 
work practice standard, and operation 
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and maintenance requirement in this 
subpart that applies to you by April 22, 
2004. 

(d) If you have a new affected source 
for which the initial startup date is 
after April 22, 2004, you must comply 
with each emissions limitation, work 
practice standard, and operation and 
maintenance requirement in this sub-
part that applies to you upon initial 
startup. 

(e) If your iron and steel foundry is 
an area source that becomes a major 
source of HAP, you must meet the re-
quirements of § 63.6(c)(5). 

(f) You must meet the notification 
and schedule requirements in § 63.7750. 
Note that several of these notifications 
must be submitted before the compli-
ance date for your affected source. 

EMISSIONS LIMITATIONS 

§ 63.7690 What emissions limitations 
must I meet? 

(a) You must meet each emissions 
limit or standard in paragraphs (a)(1) 
through (11) of this section that applies 
to you. 

(1) For each electric arc metal melt-
ing furnace, electric induction metal 
melting furnace, or scrap preheater at 
an existing iron and steel foundry, you 
must not discharge emissions through 
a conveyance to the atmosphere that 
exceed either the limit for particulate 
matter (PM) in paragraph (a)(1)(i) of 
this section or, alternatively the limit 
for total metal HAP in paragraph 
(a)(1)(ii) of this section: 

(i) 0.005 grains of PM per dry stand-
ard cubic foot (gr/dscf), or 

(ii) 0.0004 gr/dscf of total metal HAP. 
(2) For each cupola metal melting 

furnace at an existing iron and steel 
foundry, you must not discharge emis-
sions through a conveyance to the at-
mosphere that exceed either the limit 
for PM in paragraph (a)(2)(i) of this 
section or, alternatively the limit for 
total metal HAP in paragraph (a)(2)(ii) 
of this section: 

(i) 0.006 gr/dscf of PM, or 
(ii) 0.0005 gr/dscf of total metal HAP. 
(3) For each cupola metal melting 

furnace or electric arc metal melting 
furnace at a new iron and steel found-
ry, you must not discharge emissions 
through a conveyance to the atmos-
phere that exceed either the limit for 

PM in paragraph (a)(3)(i) of this section 
or, alternatively the limit for total 
metal HAP in paragraph (a)(3)(ii) of 
this section: 

(i) 0.002 gr/dscf of PM, or 
(ii) 0.0002 gr/dscf of total metal HAP. 
(4) For each electric induction metal 

melting furnace or scrap preheater at a 
new iron and steel foundry, you must 
not discharge emissions through a con-
veyance to the atmosphere that exceed 
either the limit for PM in paragraph 
(a)(4)(i) of this section or, alternatively 
the limit for total metal HAP in para-
graph (a)(4)(ii) of this section: 

(i) 0.001 gr/dscf of PM, or 
(ii) 0.00008 gr/dscf of total metal HAP. 
(5) For each pouring station at an ex-

isting iron and steel foundry, you must 
not discharge emissions through a con-
veyance to the atmosphere that exceed 
either the limit for PM in paragraph 
(a)(5)(i) of this section or, alternatively 
the limit for total metal HAP in para-
graph (a)(5)(ii) of this section: 

(i) 0.010 gr/dscf of PM, or 
(ii) 0.0008 gr/dscf of total metal HAP. 
(6) For each pouring area or pouring 

station at a new iron and steel foundry, 
you must not discharge emissions 
through a conveyance to the atmos-
phere that exceed either the limit for 
PM in paragraph (a)(6)(i) of this section 
or, alternatively the limit for total 
metal HAP in paragraph (a)(6)(ii) of 
this section: 

(i) 0.002 gr/dscf of PM, or 
(ii) 0.0002 gr/dscf of total metal HAP. 
(7) For each building or structure 

housing any emissions source at the 
iron and steel foundry, you must not 
discharge any fugitive emissions to the 
atmosphere that exhibit opacity great-
er than 20 percent (6-minute average), 
except for one 6-minute average per 
hour that does not exceed 27 percent 
opacity. 

(8) For each cupola metal melting 
furnace at a new or existing iron and 
steel foundry, you must not discharge 
emissions of volatile organic hazardous 
air pollutants (VOHAP) through a con-
veyance to the atmosphere that exceed 
20 parts per million by volume (ppmv) 
corrected to 10 percent oxygen. 

(9) As an alternative to the work 
practice standard in § 63.7700(e) for a 
scrap preheater at an existing iron and 
steel foundry or in § 63.7700(f) for a 
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